Robit® Drill Rods

Produced from the carefullyS$e ed hollow drill steels, Robit® drill

Automated drill rod produgtion will ensure consistent top quality of
Robit® drill rods
Competitive offering of Drifter rods, Extension rods, Drill tubes and
Guide tubes to suit all your drilling needs.

Available with most tyes of threads and standard lengths
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Robit® Shank Adapters

«  With specially developed alloys, Robit® shank adapters are heat
treated to achieve the optimum balance of core strength and case
hardness properties to offer extended wear and fatigue life for
increased productivity.

Compatible with most brands




DRIFTING AND TUNNELING
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DRIFTING AND TUNNELING

Bolting - Drifting - Reaming

Drifting and
Tunneling
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Please note: Face designs might vary depending on bit diameter.




R25 nbit“" CONSISTENT HIGH QUALITY

1” thread

R25 (17) . threads

Order code Diameter Body Gauge Max OD** Buttons Flushing Product number Weight Pcs/box

—at & & 0 0 =a

[mm] [in] b3 [mm] [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka]
TH RBIT 25R032A 32 1% ﬁ 30° 32,9 2 x 7 5 x 7 1 2 2003000 2003001 0,3 20
TH RBIT 25R033A 33 1% Iﬁ 30° 33,2 2 x 7 5 x 7 1 2 2003002 2003003 0,3 20
TH RBIT 25R035M 35 1% ﬁ 30° 37,2 2 x 8 6 x 8 2 2 2003043* 2003042 0,4 20
TH RBIT 25R038M 38 17 ﬁ 30° 39,9 2 x 8 6 x 8 2 2 2002666 2002667* 0,5 18
TH RBIT 25R041M 41 1% ﬂ 35° 43,2 2 x 8 6 x 9 2 2 2003044 2003111* 0,5 18
TH RBIT 25R043S 43 1'% Iﬁ 30° 45 3 x 8 6 x 9 3 3 2003011 2003067 0,6 10
TH RBIT 25R045S HD 45 1% ﬂ 35° 48,3 3 x 8 6 x 10 3 3 2003018 2003114* 0,8 10
*Best seller
**Drill hole maximum OD with Semi-Ballistic buttons
25R032A 25R035M 25R041M 25R043S 25R045S HD

25R033A 25R038M
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Drifter Rod - R25 (1”) bit thread

TOP PERFORMANCE - RODS

R25

1” thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kd]

Drifter Rod R32 - Hex25 - R25

TH Drifter Rod M/M R32-25H-R25 2175 2175 7T 1%/%¢ HEX25 R32 R25 8,6 06D-07-6029 8,5 60
TH Drifter Rod M/M R32-25H-R25 2400 2400 710 %" HEX25 R32 R25 8,6 06D-07-6433 9,5 60
TH Drifter Rod M/M R32-25H-R25 2475 2475 81 7% HEX25 R32 R25 8,6 06D-07-5680 9,6 60
TH Drifter Rod M/M R32-25H-R25 2630 2630 87% HEX25 R32 R25 8,6 06D-07-6030 10,2 60
TH Drifter Rod M/M R32-25H-R25 2750 2750 9 W HEX25 R32 R25 8,6 06D-07-4347 10,6 60
TH Drifter Rod M/M R32-25H-R25 2795 2795 92 Vs" HEX25 R32 R25 8,6 06D-07-5122 10,8 60
TH Drifter Rod M/M R32-25H-R25 3090 3090 10°1 %" HEX25 R32 R25 8,6 06D-07-5841 12,0 60
TH Drifter Rod M/M R32-25H-R25 3340 3340 1011 %" HEX25 R32 R25 8,6 3000039 13,0 60
TH Drifter Rod M/M R32-25H-R25 4000 4000 13'1%” HEX25 R32 R25 8,6 06D-07-6801 15,5 60

F THREAD A THREAD B

Robit

Drifting and
Tunneling



R28 nbit““ CONSISTENT HIGH QUALITY

1 %" thread

R28 (1 5”) . threads

Order code Diameter Body Gauge Max OD** Buttons Flushing Product number Weight Pcs/box

[mm] [in] 3 [mm] [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka] %
TH RBIT 28R038M 38 1% Iﬂ 30° 39,9 2 x 8 6 x 8 2 2 2002663* 2002664 0,5 18
TH RBIT 28R045S 45 1% IE 35° 47,9 3 x 8 6 x 9 & 3 2003016 2003017 0,8 10
*Best seller

**Drill hole maximum OD with Semi-Ballistic buttons

28R038M 28R045S

i Robit



Drifter Rod - R28 (1 %4”) bit thread

TOP PERFORMANCE - RODS

R28

1 %" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft-in] [mm] [A] [B] [mm] [kg]

Drifter Rod R32 - Hex28 - R28

TH Drifter Rod M/M R32-28H-R28 1870 1870 6'1%" HEX28 R32 R28 8,8 3000020 9,5 60
TH Drifter Rod M/M R32-28H-R28 2175 2175 7’1 %/%46 HEX28 R32 R28 8,8 06D-07-6032 11,0 60
TH Drifter Rod M/M R32-28H-R28 2475 2475 8'17/16" HEX28 R32 R28 8,8 06D-07-6033 12,5 60
TH Drifter Rod M/M R32-28H-R28 2795 2795 92 HEX28 R32 R28 8,8 06D-07-6035 14,1 60
TH Drifter Rod M/M R32-28H-R28 3090 3090 10°1 %" HEX28 R32 R28 8,8 06D-07-6037 15,6 60
TH Drifter Rod M/M R32-28H-R28 3340 3340 1011 %" HEX28 R32 R28 8,8 06D-07-0115 16,9 60
TH Drifter Rod M/M R32-28H-R28 3700 3700 1221 %" HEX28 R32 R28 8,8 06D-07-6570 18,7 60

F THREAD A D THREAD B

Robit

Drifting and
Tunneling



R32 nbit’“ CONSISTENT HIGH QUALITY

1 V4" thread

R32 (1 %4”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box

< © 0 O %
[mm] [in] b3 [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal

TH RBIT 32R041M 41 1% ﬂ 35° 2 x 8 6 x 9 2 2 2003008 2003110 0,6 18

TH RBIT 32R043S 43 1146 ﬂ 30° 3 x 8 6 x 9 3 3 2003060 2002462 0,7 10

TH RBIT 32R043S HD 43 11" @ 30° 3 x 8 6 x 10 3 3 2002463 2002464 0,8 10

TH RBIT 32R045S 45 1% ﬂ 35° 3 x 8 6 x 9 3 3 2002611* 2002612* 0,8 10

TH RBIT 32R045S HD 45 1% |:§ 356° 3 x 8 6 x 10 3 3 2002613 2002614* 0,8 10

TH RBIT 32R045A 45 1% ﬁ 30° 2 x 9 5 x 11 1 2 2003112 2003113 0,8 10

*Best seller

32R041M 32R043S 32R043S HD 32R045S 32R045S HD 32R045A
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TOP PERFORMANCE WITH n bit" R32

1 V4" thread

R32 (1 %4”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box

< S 0 0 %
[mm]  [in] b [No] [mm] [No] [mm] [No]  [Nol] [Hemispherical] [Semi-Ballistic] kgl

TH RBIT 32R048S 45 1% lﬁ 35° 3 x 9 6 x 10 3 3 2002579* 2002580* 1,0 10

TH RBIT 32R051S 51 2’ Iﬁ 352 3 x 9 6 x 10 3 3 2003116* 2002607 1,0 10

TH RBIT 32R054S 54 2% |:@> 35° 3 x 9 6 x 10 3 3 2003032 2003033 1,0 4

TH RBIT 32R057S 57 2W IE 358 3 x 10 6 x 10 3 3 2003056 2003036 1,1 4

*Best seller

32R048S 32R054S
32R051S 32R057S

Robit 33

Drifting and
Tunneling



R32 RODS - CONSISTENT HIGH QUALITY

1 V4" thread

Drifter Rod - R32 (1 '4”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F Yy’ 4 ”
[mm] [ft-in] [mm] [A] [B] [mm] [kg]

Drifter Rod R38 - Hex32 - R32

TH Drifter Rod M/M R38-32H-R32 3090 3090 1001 %" HEX32 R38 R32 9,6 06D-07-2886 19,7 50
TH Drifter Rod M/M R38-32H-R32 3700 3700 1271 % HEX32 R38 RB32 9,6 06D-07-2887 23,6 40
TH Drifter Rod M/M R38-32H-R32 4305 4305 14'1% HEX32 R38 R32 9,6 06D-07-2143 274 30
TH Drifter Rod M/M R38-32H-R32 4915 4915 16'1%" HEX32 R38 R32 9,6 06D-07-6438 81,3 30

Drifter Rod R38 - Hex35 - R32

TH Drifter Rod M/M R38-35H-R32 3090 3090 1001 %" HEX35 R38 R32 9,5 06D-07-2892 239 50
TH Drifter Rod M/M R38-35H-R32 3700 3700 1221 % HEX35 R38 R32 9,5 06D-07-2894 28,7 40
TH Drifter Rod M/M R38-35H-R32 4305 4305 14 1% HEX35 R38 R32 9,5 06D-07-2709 33,5 30

F THREAD A D THREAD B

) Robit



Drifter Rod - R32 (1 '4”) bit thread

TOP PERFORMANCE - RODS

R32

1 V4" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kd]

Drifter Rod C38 - Hex32 - R32

TH Drifter Rod M/M C38-32H-R32 2400 2400 710 %" HEX32 C38 R32 9,6 06D-07-3686 15,3 50
TH Drifter Rod M/M C38-32H-R32 3090 3090 101 %" HEX32 C38 R32 9,6 06D-07-2889 19,7 50
TH Drifter Rod M/M C38-32H-R32 3700 3700 121 2%%" HEX32 C38 RB32 9,6 06D-07-2890 23,6 50
TH Drifter Rod M/M C38-32H-R32 4305 4305 141 %" HEX32 C38 R32 9,6 06D-07-2750 27,4 30
Drifter Rod C38 - Hex35 - R32

TH Drifter Rod M/M C38-35H-R32 3090 3090 10°1 %" HEX35 C38 R32 9,5 06D-07-2895 23,9 50
TH Drifter Rod M/M C38-35H-R32 3700 3700 1271%° HEX35 C38 R32 (5] 06D-07-2897 28,7 40
TH Drifter Rod M/M C38-35H-R32 4305 4305 14 1% HEX35 C38 R32 9,5 06D-07-0891 33,5 30
TH Drifter Rod M/M C38-35H-R32 4915 4915 16’1 %" HEX35 C38 R32 95 06D-07-3965 38,3 30
TH Drifter Rod M/M C38-35H-R32 5525 5525 181 %" HEX35 C38 R32 9,5 06D-07-3966 431 30

F THREAD A D THREAD B

Robit
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R32 RODS - CONSISTENT HIGH QUALITY

1 V4" thread

Extension Rod (Male/Male) - R32 (1 '4”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F Yy’ 4 ”
[mm] [ft - in] [mm] [A] [B] [mm] [kg]

Extension M/M Rod R32 - round 32 - R32 - FC (Fully Carburized also suitable for underground)

TH Rod M/M R32 32R 0915 FC 915 3 RND32 R32 R32 11,7 06A-07-3247 4,6 50
TH Rod M/M R32 32R 1220 FC 1220 4 RND32 R32 R32 1,7 06A-07-2899 6,3 50
TH Rod M/M R32 32R 1525 FC 1525 5 RND32 R32 RB32 11,7 06A-07-2900 8,0 50
TH Rod M/M R32 32R 1830 FC 1830 6’ RND32 R32 R32 11,7 06A-07-2901 chi 50

Extension M/M Rod R32 - round 32 - R32

TH Rod M/M R32 32R 3050 3050 10’ RND32 R32 RS32 1,7 06A-07-3241 16,5 50
TH Rod M/M R32 32R 3660 3660 12’ RND32 R32 R32 1,7 06A-07-3242 19,8 50

A
Yy

'
— “t

F THREAD A D THREAD B

7 Robit
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RR34 nbit“‘ CONSISTENT HIGH QUALITY

1 %s” thread

Maximum bending stiffness
Excellent precision in collaring

High durability, longer lifetime

~,

l,,/

N

Easy coupling/uncoupling

Maximized wall thickness

Longer bit life

Better drilling accuracy

Straighter holes

Optimized flushing properties




TOP PERFORMANCE WITH n bit"RR34

1 %" thread

RR34 (1 %”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box

< S 0 0 %
[mm]  [in] b [No] [mm] [No] [mm] [No]  [No] [Hemispherical] [Semi-Ballistic] [kg]

TH RBIT 34RR043S 43 1'% ﬂ 30° 3 x 8 6 x 9 3 3 2003009 2003010 0,7 10

TH RBIT 34RR045S HD 45 1% IE 35: 3 x 8 6 x 10 3 3 2003054 2002460* 0,8 10

TH RBIT 34RR048S 48 1% ﬂ 35° 3 x 9 6 x 10 3 3 2003021 2002454 1,0 10

TH RBIT 34RR051S 51 2’ IE» 358 3 x 9 6 x 10 3 3 2003053 2003026 1,0 10

*Best seller

34RR043S 34RR045S HD
34RR048S 34RR051S HD

Robit 37
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RR34 RODS - CONSISTENT HIGH QUALITY

1 %" thread

Drifter Rod - RR34 (1 %:”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kg]

Drifter Rod C38 - RND39 - RR34

TH Drifter Rod M/M C38-39R-RR34 3700 3700 1271 % RND39 C38 RR34 10,3 06D-07-6635 30,0 30
TH Drifter Rod M/M C38-39R-RR34 5525 5525 181 %" RND39 C38 RR34 10,3 06D-07-3971 47,9 20
TH Drifter Rod M/M C38-39R-RR34 6135 6135 2001 %" RND39 C38 RR34 10,3 06D-07-3972 51,2 20
TH Drifter Rod M/M C38-39R-RR34 6440 6440 21 RND39 C38 RR34 10,3 06D-07-3973 55,4 20

< L »
F THREAD A D THREAD B

Robit



TOP PERFORMANCE - RODS RR34

1 %" thread

Drifter Rod - RR34 (1 %:¢”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F Yy 4 ”
[mm] [ft - in] [mm] [A] [B] [mm] [kd]

Drifter Rod C38 - Hex35 - RR34

TH Drifter Rod M/M C38-35H-RR34 3700 3700 121%" HEX35 C38 RR34 9,5 06D-07-5324 28,7 40
TH Drifter Rod M/M C38-35H-RR34 4305 4305 14'1%’ HEX35 C38 RR34 9,5 06D-07-3967 33,5 30
TH Drifter Rod M/M C38-35H-RR34 4915 4915  16°1 %%’ HEX35 C38 RR34 9,5 06D-07-3968 38,2 30
TH Drifter Rod M/M C38-35H-RR34 5525 5525 181 %’ HEX35 C38 RR34 9,5 06D-07-3969 43,0 30

F THREAD A D THREAD B

Robif 39

Drifting and
Tunneling






All-Round
Model

Flat Face for
medium and
hard rock
conditions
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FF HD, FFR HD

Flat Face Heavy
Duty model for
more abrasive
conditions

LONG HOLE DRILLING

Production drilling

Drop Center model
for straighter
holes with

‘( Drop Center Heavy

maximum flushing A } Duty model for more

properties. (For Wt abrasive conditions
¥

soft and medium

hard rock) DC HD, DCR HD

Please note: Face designs might vary depending on bit diameter.

Long Hole

Drilling




R32 nbit““ CONSISTENT HIGH QUALITY

1 V4" thread

R32 (1 '4”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box
< © & O %
[mm] [in] b3 [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal
TH RBIT 32R051S 51 2’ 35° 3 x 9 6 x 10 3 3 2003116* 2002607~ 1,0 10
TH RBIT 32R054S 54 2% 35° 3 x 9 6 x 10 3 3 2003032 2003033 1,0 4
TH RBIT 32R057S 57 2W 35° 3 x 10 6 x 10 3 3 2003056 2003036 1,1 4
TH RBIT 32R064FFR 64 2% 35° 4 x 8 x 10 3 - 04-132-064-0385*  04-132-064-0387 2,0 4
TH RBIT 32R064DC HD 64 2% 35° 5 x 8 x 10 5 - 2001186 2001187 1,5 4
TH RBIT 32R064DCR HD 64 2% 358 5 x 8 x 10 5 - 2000685 2000686 2,0 4
*Best seller

32R051S
32R054S
32R057S

32R064FFR

32R064DC HD

32R064DCR HD



TOP PERFORMANCE - RODS

Extension Rod (Male/Female) - R32 (1 ') bit thread

R32

1 V4" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box

L D F /////"’}”
[mm] [ft - in] [mm] [A] [B] [mm] [kq]

Extension M/F Rod R32 - round 32 - R32 - FC (Fully Carburized also suitable for underground)

TH Rod M/F R32 32R 0915 FC 915 3 RND32 R32 R32 11,7 06B-07-2910 53 40

TH Rod M/F R32 32R 1220 FC 1220 4 RND32 R32 R32 11,7 06B-07-2876 7.3 40

TH Rod M/F R32 32R 1525 FC 1525 5 RND32 R32 R32 11,7 06B-07-2419 8,9 40

TH Rod M/F R32 32R 1830 FC 1830 6’ RND32 R32 R32 15T 06B-07-3020 10,5 40

THREAD A 46,0 mm D

Robit

THREAD B

Long Hole

Drilling



C38 (1 2”) . threads

C38 nbit“" CONSISTENT HIGH QUALITY

1 %" thread

Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box
< e 0 0 %
[mm] [in] 5 [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka]
TH RBIT 38C064FF 64 2% 35° 4 x 9 8 x 10 3 - 01-238-064-2244  01-238-064-2245 1,7 4
TH RBIT 38C064FFR HD 64 2% 352 4 x 10 8 x 11 & - 01-238-064-2271 01-238-064-2272 1,9 4
TH RBIT 38C064DC HD 64 2% 35° 5 x 9 8 x 10 5 - 2000452* 2000453 1,6 4
TH RBIT 38C064DCR HD 64 2%’ 35° 5 x 9 8 x 10 5 - 01-238-064-0864* 01-238-064-0865* 1,9 4
TH RBIT 38C070DCR 70 2% 35° 5 x 10 8 x 10 5 = 2000689 2000690 2,6 4
TH RBIT 38C076FF 76 3" 35° 5 x 10 9 x 10 4 - 01-238-076-2048  01-238-076-2049 2,3 4
TH RBIT 38C076FFR 76 K 35° 5 x 10 9 x 10 4 - 01-238-076-2157  01-238-076-2158 3,2 4
TH RBIT 38C076DC 76 32 355 5 x 11 8 x 11 5 - 2000449 2000450 2,2 4
TH RBIT 38C076DCR 76 3’ 35° 5 x 1 8 x 1 5 = 2000446 2000447 3,2 4

*Best seller

38C064FF

38C064FFR HD

38C064DC HD

“x

38C064DCR HD
38C070DCR
38C076DCR

38C076FF

38C076FFR

38C076DC




TOP PERFORMANCE-RODS C38

1 %" thread

Extension Rod (Male/Female) - C38 (1 '2”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kq]

Extension M/F Rod C38 - round 39 - C38 - FC (Fully Carburized also suitable for underground)

TH Rod M/F C38 39R 1220 FC 1220 4 RND39 C38 C38 14,5 06B-07-2911 10,9 32

TH Rod M/F C38 39R 1525 FC 1525 51 RND39 C38 (38 14,5 06B-07-2420 1815 24

TH Rod M/F C38 39R 1830 FC 1830 6’ RND39 C38 C38 14,5 06B-07-2879 16,0 24

THREAD B

F THREAD A 57,2 mm D

Robif e

Long Hole
Drilling



C45 nbit““ CONSISTENT HIGH QUALITY

1 %4” thread

C45 (1 %”) - threads

Order code Diameter Gauge Buttons Flushing Product number Weight Pcs/box
< e 0 O %
[mm] [in] 3 [No] [mm] [No] [mm] [No]  [No] [Hemispherical] [Semi-Ballistic] [kl
TH RBIT 45C070DCR 70 2% 35° 5 x 10 8 x 10 5 - 2000695 2000696* 25 4
TH RBIT 45C076FF 76 3 358 5 x 10 9 x 10 4 - 01-245-076-2350* 01-245-076-2351 2,1 4
TH RBIT 45C076FFR HD 76 3" 356° 5 x 10 9 x 1 4 - 01-245-076-2283  01-245-076-2284 2,9 4
TH RBIT 45C076DC 76 3 358 5 x 11 8 x 11 (5) - 2000443* 2000444 27 4
TH RBIT 45C076DCR 76 3" 35° 5 x 1 8 x 1 5 - 01-245-076-0398* 01-245-076-0866* 2,9 4
TH RBIT 45C089DC 89 3% 35° 5 x 12 8 x 12 5 - 2000363* 2000364* 3.4 2
TH RBIT 45C089DCR 89 3% 35° 5 x 12 8 x 12 5 - 2000113* 2000114* 4,7 2
TH RBIT 45C089FF 89 3% 355 6 x 1 9 x 12 4 - 01-245-089-1169 01-245-089-1172 3,4 2
TH RBIT 45C089FFR 89 3% 35° 6 x 11 9 x 12 4 - 01-245-089-1176  01-245-089-1180 4,7 2

*Best seller

45C070DCR
45C076DCR
45C089DC

45C076FF
45C089FF

™

q,.
e
e

45C076FFR HD

45C089FFR

45C076DC

45C089DC



TOP PERFORMANCE-RODS C45

1 34" thread

Extension Rod (Male/Female) - C45 (1 °%4”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F Yy’ 4 ”
[mm] [ft-in] [mm] [A] [B] [mm] [kdl

Extension M/F Rod C45 - round 46 - C45 - FC (Fully Carburized also suitable for underground)

TH Rod M/F C45 46R 1525 FC 1525 5' RND46 C45 C45 17,0 06B-07-2421 18,3 24
TH Rod M/F C45 46R 1830 FC 1830 6’ RND46 C45 C45 17,0 06B-07-3019 22,0 24

THREAD B

F THREAD A 63,5 mm D

Robit

Long Hole
Drilling



C51 nbit““ CONSISTENT HIGH QUALITY

2” thread

C51 (2”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box

< © 0 O %

[mm] [in] Y [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal
TH RBIT 51C083FFR HD 83 3w 35° 6 x 11 9 x 13 4 - 2001699 2001700 34 2
TH RBIT 51C083DCR 83 34 35° 5 x 12 8 x 12 5 - 2000158* 2000159* 34 2
TH RBIT 51C089FF HD 89 3% 35° 6 x 12 9 x 13 4 - 01-251-089-1247*  01-251-089-1249 4,1 2
TH RBIT 51C089FFR 89 3% 35° 6 x 11 9 x 12 4 - 01-251-089-1240* 01-251-089-1243 4,3 2
TH RBIT 51C089DC 89 3% 35° 5 x 12 8 x 12 5 - 2000037 2000038 3,7 2
TH RBIT 51C089DCR 89 3% 357 5 x 12 8 x 12 5 - 01-251-089-0877* 01-251-089-0878* 4,3 2
TH RBIT 51C102DC HD 102 &4 35° 5 x 14 8 x 14 5 - 01-251-102-0868* 01-251-102-0869 4,6 1
TH RBIT 51C102FFR 102 &4 35° 6 x 13 9 x 13 4 - 01-251-102-2559  01-251-102-2732 6,2 1
TH RBIT 51C102DCR HD 102 4’ 35° 5 x 14 8 x 14 5 - 2000103* 2000104~ 6,3 1
*Best seller
51C083FFR HD 51C083DCR 51CO089FF HD 51C089DC
51C089FFR 51C089DCR 51C102DC HD

51C102FFR 51C102DCR HD

e Robit



RODS - CONSISTENT HIGH QUALITY €351

2" thread

Extension Rod (Male/Female) - C51 (2”) bit thread o
2
Order code Length Diameter Thread Flushing Product number Weight Pcs/box g
L D F B

[mm] [ft - in] [mm] [A] [B] [mm] [kg] =

Extension M/F Rod C51 - round 52 - C51 - FC (Fully Carburized also suitable for underground)

C51 C51 21,5 06B-07-3248 22,3 18
21,5 06B-07-2883 26,8 18

TH Rod M/F C51 52R 1525 FC 1525 5 RND52
TH Rod M/F C51 52R 1830 FC 1830 6’ RND52 C51 C51

THREAD B

F THREAD A 72,5 mm D

Robif £

Drilling



C38, C45 & C51 TOP PERFORMANCE - GUIDE TUBES

1%", 1%, 2" thread

C38, C45 & C51 (12", 1 %", 2”) . threads

Order code Length Diameter Thread Flushing Product number Weight Pcs/box F
L D F y 4
| =] THREAD B
[mm] [ft - in] [mm] [A] [B] [mm] [kg]

TH Guide Tube M/F C38 56T 1220 1220 4 56 C38 C38 14,5 3000154 15,6 24

TH Guide Tube M/F C38 56T 1525 1525 51 56 C38 C38 14,5 3000158 19,3 24

TH Guide Tube M/F C38 56T 1830 1830 6’ 56 C38 C38 14,5 3000115 23,0 24

TH Guide Tube M/F C45 65T 1220 1220 4 65 C45 C45 18 3000156 21,8 24

TH Guide Tube M/F C45 65T 1525 1525 5 65 C45 C45 18 3000157 26,9 24

TH Guide Tube M/F C45 65T 1830 1830 6’ 65 C45 C45 18 3000117 32,0 24

TH Guide Tube M/F C51 76T 1220 1220 4 76 C51 Cb51 22 3000159 28,2 18

TH Guide Tube M/F C51 76T 1525 1525 51 76 C51 (51 22 3000160 34,5 18 D
TH Guide Tube M/F C51 76T 1830 1830 6’ 76 C51 Cb51 22 3000119 40,8 18

THREAD A




nbit"" CONSISTENT HIGH QUALITY CT38, CT45, CT58 & CT68

1%, 1%, 24" & 246 thread

CT38,CT45, CT58 & CT68 (1 V2", 1 %”, 2 Y/a” & 2 Vi) - threads (shoulder drive)

Long Hole
Drilling

Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box
& © 0 0 %
[mm] [in] Y [No] [mm] [No] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka]
TH RBIT 38CT0O64DCRHD 64 2%’ 35° 5 x 9 8 x 10 5 - 2000713 2000714 2,1 4
TH RBIT 45CT076DCR 76 32 358 5 x 1 8 x M 5 - 2000715 2000716 3,0 4
TH RBIT 45CT089DCR 89 3% 35° 5 x 12 8 x 12 5 - 2000717 2000718 4,6 2
TH RBIT 58CT089DCR 89 3% 35° 5 x 12 8 x 12 5 = 2000582 2000583* 4,5 2
TH RBIT 68CT102FF 102 4’ 35° 6 x 13 9 x 13 4 - 01-368-102-2133 01-368-102-2134 5,4 1
TH RBIT 68CT102DC HD 102 &4 35° 5 x 14 8 x 14 5 = 2000719 2000720 5,4 1
TH RBIT 68CT102DCRHD 102 4’ 35° 5 x 14 8 x 14 5 - 2000496 2000497 5,8 1

*Best seller

C38 and C45 standard body drill bits are also compatible with CT38 and CT45 shoulder drive drill tubes

38CT064DCR HD 68CT102FF 68CT102DC HD
45CT076DCR 68CT115DC HD
45CT089DCR

68CT102DCR HD

Robif 34



CT38, CT45, CT58 & CT68 TOPPERFORMANCE - DRILL TUBES

1%, 1%, 2" & 2 46 thread

CT38, CT45, CT58 & CT68 (1 '2", 1 %", 2 Y/a” & 2 "V/is) - threads (shoulder drive)

Order code Length Diameter Thread Flushing Product number Weight Pcs/box F
[mm] [ft - in] [mm] [A] [B] [mm] [kg] THREAD B
TH Drill Tube M/F CT38 56T 1220 1220 4 56 CT38 CT38 14,5 2000218 16,1 24
TH Drill Tube M/F CT38 56T 1525 1525 51 56 CT38 CT38 14,5 2000217 19,8 24 i
TH Drill Tube M/F CT38 56T 1830 1830 6’ 56 CT38 CT38 14,5 08-238-056-0470 23,5 24
TH Drill Tube M/F CT45 65T 1220 1220 4 65 CT45 CT45 17 08-245-065-0716 22,0 24
TH Drill Tube M/F CT45 65T 1525 1525 5 65 CT45 CT45 17 08-245-065-0717 27,2 24
TH Drill Tube M/F CT45 65T 1830 1830 6’ 65 CT45 CT45 17 08-245-065-6802 32,3 24
TH Drill Tube M/F CT58 76T 1220 1220 4 76 CT58 CT58 26 2000216 28,5 18
TH Drill Tube M/F CT58 76T 1525 1525 51 76 CT58 CT58 26 2000215 34,8 18
TH Drill Tube M/F CT58 76T 1830 1830 6’ 76 CT58 CT58 26 2000001 411 18 Ll » D
TH Drill Tube M/F CT68 87T 1220 1220 4 87 CT68 CT68 30 2000214 34,8 18
TH Drill Tube M/F CT68 87T 1525 1525 5 87 CT68 CT68 30 2000152 42,2 18
TH Drill Tube M/F CT68 87T 1830 1830 6’ 87 CT68 CT68 30 2000002 49,6 18
THREAD A
v

Robit

i



NOTES

Robit
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REAMING EQUIPMENT

Pilot adapters - Chisels - Reamers - Dome reamers

Please note: Face designs might vary depending on bit diameter.

Reaming
Equipment



R28 nbit"“ CONSISTENT HIGH QUALITY

1 %" thread

R32

1 %" thread R28 (1 4”), R32 (1 ¥4”), RR34 (1 %5”), C38 (1 %”), CT45 (1 %”) & CT58 (2 '4”) - threads
R R34 Order code Diameter Pilot diameter Buttons Flushing Product number Weight
D

1 %¢” thread @ﬁi @ @ @
c 3 8 [mm] [in] [mm] [in] [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [ka]

1 %" thread Dome reamers
TH RBIT 28R076 DOME =~ 76 3" 35 1% 4 x 8 12x 11 4 2 2003061 1,9

CT45 TH RBIT 32R076 DOME =~ 76 3" 40 1% 4 x 12 x 11 4 2 2003039* 1,8

Y ‘s 8 X X * ;

1% thread TH RBIT 32R089 DOME 89 3% 40 1% 4 12 x 12 4 2 2003040 2.4
THRBIT 32R102DOME 102 4 4 1% 4 x 10 15 x 12 3 2 2003119* 3.2

CT5 8 THRBIT32R127 DOME 127 5 44 1% 4 x 10 15 x 14 3 2 2003055 5.2

EVAL 5/»

2 thread TH RBIT 34RR089 DOME 89 3% 40 1% 4 x 9 12 x12 4 2 2003052 2.4
THRBIT 34RR102 DOME 102 4 44 1% 4 x 10 15 x 12 3 2 2002652 3.1
THRBIT 38C127 DOME 127 5 58 2% 4 x 12 15 x 14 3 2 2003120* 5,7
THRBIT 38C152 DOME 152 6" 73 2% 3 x14 21 x 14 4 2 2003045 9,3
THRBIT 45CT127 DOME 127 5 58 2% 4 x 12 15 x 14 3 2 2003041 6,8
TH RBIT 45CT152 DOME 152 6" 73 2% 3 x14 21 x14 4 2 2003121* 10,0
TH RBIT 45CT180 DOME 180 7" 73 2% 3 x 14 21 x 16 4 2 2003071 14,2
TH RBIT 58CT152 DOME 152 6" 80 3% 3 x 14 21 x14 4 2 2003070 10,5

*Best seller

ha

" Robii




TOP PERFORMANCE - REAMERS, CHISELS & ADAPTERS R32

1 V4" thread

R35

R32 (1 '2”) & R35 (1 %”) - threads 1 %" thread
Order code Buttons Flushing Product number Weight
[No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka] -
A\ -
Adapters (W -
W
Pilot adapter R32/R32 1 2 04-132-132-0410 - 2,4 SN
Pilot adapter R35/R35 1 2 04-135-135-0464 - 2,4
Pilot adapter R32 Chisel D40 1 2 06L-24-0609 - 25
Pilot adapter R35 Chisel D40 1 2 06L-24-0608 - 2,5
Reamers
Reamer 89 4 x 10 8 x 12 - - 04-012-089-0285 - 1,8
Reamer 102 4 x 12 8 x 12 - - 04-012-102-0286 - 2,5
Reamer 127 4 x 14 8 x 14 - - 04-012-127-0287 - 3,3

Robif 1

Reaming
Equipment
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e ) e s’ |

N { FlatFace formedium s Flat Face Heavy Duty
>f. .~ andhardrock )f. ( model for more
Y A}V conditions ¥ A}"' abrasive conditions
FF, FFR FF HD, FFR HD

“Robit offers the best customer experience.”

SURFACE DRILLING

Drop Center model for
straighter holes with
maximum flushing
properties. (For soft and
medium hard rock)

Drop Center Heavy Duty
model for more abrasive
conditions

DC HD, DCR HD

Please note: Face designs might vary depending on bit diameter.

Surface

Drilling



R32 nbit““ CONSISTENT HIGH QUALITY

1 V4" thread

R32 (1 %4”) - threads

Order code

Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box

[mm]

< & © 0 O %

TH RBIT 32R064FF

TH RBIT 32R064FFR

TH RBIT 32R064DC HD
TH RBIT 32R064DCR HD

*Best seller

64
64
64
64

fin] 5 [No] [mm] [No] [mm] [No] [Nol] [Hemispherical] [Semi-Ballistic] kg
2 35° 4 x 9 8 x 10 3 - 04-132-064-2037  04-132-064-2038 1,5 4
2% 35° 4 x 9 8 x 10 3 - 04-132-064-0385* 04-132-064-0387 2,0 4
2% 35° 5 x 9 8 x 10 5 - 2001186 2001187 1:5 4
2 355 5 x 9 8 x 10 5 - 2000685 2000686 2,0 4
32R064FF 32R064FFR 32R064DC HD 32R064DCR HD



Extension Rod (Male/Female & Male/Male) - R32 (1 %4”) bit thread

TOP PERFORMANCE -RODS R32

1 V4" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box

° j 1%
[mm] [ft - in] [mm] [A] [B] [mm] [kdl

Extension M/F Rod R32 - round 32 - R32

TH Rod M/F R32 32R 3050 3050 10’ RND32 R32 R32 11,7 06B-07-2877 17,1 32

TH Rod M/F R32 32R 3660 3660 12’ RND32 R32 RB32 11,7 06B-07-2492 20,9 32

Extension M/M Rod R32 - round 32 - R32

TH Rod M/M R32 32R 3050 3050 10’ RND32 R32 R32 11,7 06A-07-3241 16,5 50

TH Rod M/M R32 32R 3660 3660 12’ RND32 R32 R32 11,7 06A-07-3242 19,8 50

F THREAD A 46,0 mm

THREAD B

A\

F THREAD A

Robit

THREAD B

D

Surface

Drilling



C38 nbit““ CONSISTENT HIGH QUALITY

1 %" thread

C38 (1 2”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box
< © 0 0 %
[mm] [in] & [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal
TH RBIT 38C064FF 64 2% 35° 4 x 9 8 x 10 3 - 01-238-064-2244  01-238-064-2245 1,7 4
TH RBIT 38C064FFR HD 64 2% 358 4 x 10 8 x 11 & - 01-238-064-2271 01-238-064-2272 1,9 4
TH RBIT 38C064DC HD 64 2% 35° B X 9 8 x 10 5 - 2000452* 2000453 1,6 4
TH RBIT 38C064DCR HD 64 2% 35° 5 x 9 8 x 10 5 - 01-238-064-0864* 01-238-064-0865* 1,9 4
TH RBIT 38C070DCR 70 2% 35° 5 x 10 8 x 10 5 - 2000689 2000690 2,7 4
TH RBIT 38C076FF 76 3" 35° 5 x 10 9 x 10 4 - 01-238-076-2048  01-238-076-2049 2,3 4
TH RBIT 38C076FFR 76 3’ 35° 5 x 10 9 x 10 4 - 01-238-076-2157  01-238-076-2158 3,3 4
TH RBIT 38C076DC 76 3 35° 5 x 1 8 x 1 5 = 2000449 2000450 2,4 4
TH RBIT 38C076DCR 76 3’ 35° 5 x 11 8 x 11 5 - 2000446 2000447 3,2 4

*Best seller

38C064FF

38C064FFR HD

38C064DC HD

38C064DCR HD

38C070DCR
38C076DCR

38C076FF

38C076FFR

38C076DC



Extension Rod (Male/Female & Male/Male) - C38 (1 '2”) bit thread

TOP PERFORMANCE - RODS

C38

1 %" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kg]

Extension M/F Rod C38 - round 39 - C38

TH Rod M/F C38 39R 3050 3050 10’ RND39 C38 (38 14,5 06B-07-2199 25,6 24
TH Rod M/F C38 39R 3660 3660 12’ RND39 C38 C38 14,5 06B-07-2491 30,4 24
TH Rod M/F C38 39R 4265 4265 14 RND39 C38 C38 14,5 06B-07-3243 35,2 24
Extension M/M Rod C38 - round 39 - C38

TH Rod M/M C38 39R 3050 3050 10’ RND39 C38 (38 14,5 06A-07-0492 24,3 50
TH Rod M/M C38 39R 3660 3660 12’ RND39 C38 C38 14,5 06A-07-0491 29,2 40

A

F THREAD A T 57,2 mm

y

v

THREAD B

THREAD A

Robit

Yy

THREAD B

DS

Surface

Drilling



C45 nbit““ CONSISTENT HIGH QUALITY

1 %4” thread

C45 (1 3%”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box
< © 0 O %
[mm] [in] & [No] [mm] [No] [mm] [No.]  [No] [Hemispherical] [Semi-Ballistic] [ka]
TH RBIT 45C070DCR 70 2% 35° 5 x 10 8 x 10 5 - 2000695 2000696* 2,5 4
TH RBIT 45C076FF 76 3 358 5 x 10 9 x 10 4 - 01-245-076-2350* 01-245-076-2351 2,7 4
TH RBIT 45C076FFR HD 76 3 35° 5 x 10 9 x 11 4 - 01-245-076-2283 01-245-076-2284 29 4
TH RBIT 45C76DC 76 3" 352 5 x 11 8 x 11 5 - 2000443* 2000444~ 2,7 4
TH RBIT 45C076DCR 76 3’ 35° 5 x 1 8 x 1 5 - 01-245-076-0398* 01-245-076-0866* 2,9 4
TH RBIT 45C089DC 89 3% 357 5 x 12 8 x 12 5 - 2000363* 2000364* 3.4 2
TH RBIT 45C089DCR 89 3% 35° 5 x 12 8 x 12 5 - 2000113* 2000114* 4,7 2
TH RBIT 45C089FF 89 3% 35° 6 x 11 9 x 12 4 - 01-245-089-1169  01-245-089-1172 3,4 2
TH RBIT 45C089FFR 89 3% 35° 6 x 11 9 x 12 4 - 01-245-089-1176 01-245-089-1180 4,7 2
*Best seller

45C070DCR 45C076FF 45C076FFR HD 45C076DC
45C076DCR 45C089FF 45C089FFR
45C089DCR

45C089DC



NOTES

Robit



C45

RODS - CONSISTENT HIGH QUALITY

1 %4” thread

Extension Rod (Male/Female) - C45 (1 %”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kg]

Extension M/F Rod C45 - round 46 - C45

TH Rod M/F C45 46R 3050 3050 10 RND46 C45 C45 17,0 06B-07-2882 35,7 24

TH Rod M/F C45 46R 3660 3660 12 RND46 C45 C45 17,0 06B-07-0501 42,5 24

TH Rod M/F C45 46R 4265 4265 14 RND46 C45 C45 17,0 06B-07-2912 49,5 24

TH Rod M/F C45 46R 6095 6095 20’ RND46 C45 C45 17,0 06B-07-3244 69,0 16

THREAD A 63,5 mm

THREAD B

©

al



Extension Rod (Male/Male) - C45 (1 %”) bit thread

TOP PERFORMANCE - RODS

C45

1 34" thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F é////"’}”
[mm] [ft - in] [mm] [A] [B] [mm] [kg]
Extension M/M Rod C45 - round 46 - C45
TH Rod M/M C45 46R 3050 3050 10° RND46 C45 C45 17,0 06A-07-0489 33,6 30
TH Rod M/M C45 46R 3660 3660 12’ RND46 C45 C45 17,0 06A-07-2905 40,4 30
TH Rod M/M C45 46R 4265 4265 14 RND46 C45 C45 17,0 06A-07-2906 471 25
A
r =
L |
THREAD B

Robit

F

THREAD A

2 _©®
e @
Jf

Surface

Drilling



C51 nbit““ CONSISTENT HIGH QUALITY

2” thread

C51 (2”) . threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight  Pcs/box
& © 0 0 %
[mm] [in] Y [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal
TH RBIT 51C083FFR HD 83 3w 35° 6 x 11 9 x 13 4 - 2001699 2001700 34 2
TH RBIT 51C083DCR 83 3w 35° 5 x 12 8 x 12 5 - 2000158* 2000159* 34 2
TH RBIT 51C089FF HD 89 3% 35° 6 x 12 9 x 13 4 - 01-251-089-1247*  01-251-089-1249 3,8 2
TH RBIT 51C089FFR 89 3% 35° 6 x 11 9 x 12 4 - 01-251-089-1240* 01-251-089-1243 4,3 2
TH RBIT 51C089DC 89 3% 35° 5 x 12 8 x 12 5 - 2000037 2000038 3,7 2
TH RBIT 51C089DCR 89 3% 357 5 x 12 8 x 12 5 - 01-251-089-0877* 01-251-089-0878* 4,3 2
TH RBIT 51C102FF 102 4’ 35° 6 x 13 9 x 13 4 - 01-251-102-2063 01-251-102-2064 4,6 1
TH RBIT 51C102FFR 102 4" 358 6 x 13 9 x 13 4 = 01-251-102-2559 01-251-102-2732 6,2 1
TH RBIT 51C102DC HD 102 4’ 35° 5 x 14 8 x 14 5 - 01-251-102-0868* 01-251-102-0869 4,6 1

*Best seller

51C083FFR HD
51C089FFR
51C102FFR

51C083DCR
51C089DCR

51C089FF HD

51C089DC

51C102DC HD



TOP PERFORMANCE WITH n bit" C51

2” thread
C51 (2”) . threads
Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box
[mm] [in] 5 [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [kal %
TH RBIT 51C102DCR HD 102 4” 35° 5 x 14 8 x 14 5 - 2000103* 2000104* 6,3 1
TH RBIT 51C115FF 15 4% 35° 7 x 14 9 x 14 4 - 01-251-115-2110 01-251-115-2111 5,8 1
TH RBIT 51C115FFR 115 4% 35° 7 x 14 9 x 14 4 - 01-251-115-2346  01-251-115-2347* 8,1 1
2 x 12
TH RBIT 51C115DC 15 4% 35° ’ ” 8 x 14 5 - 2000345 2000346 56 1
X
2 x 12
TH RBIT 51C115DCR 115 4% 35° 4 " 8 x 14 5 - 2000356 2000357 8,0 1
X
*Best seller

51C102DCR HD 51C115DCR 51C115FF 51C115FFR 51C115DC

Robit £5
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C51

2” thread

U

RODS - CONSISTENT HIGH QUALITY

Extension Rod (Male/Female) - C51 (2”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kd]
Extension M/F Rod C51 - round 52 - C51
TH Rod M/F C51 52R 3660 3660 12 RND52 C51 Cb51 215 06B-07-0500 52,5 18
TH Rod M/F C51 52R 4265 4265 14 RND52 C51 C51 21,5 06B-07-2884 61,0 18
TH Rod M/F C51 52R 6095 6095 20 RND52 C51 C51 21,5 06B-07-3245 85,6 12
&
i 3
- |

THREAD A 72,5 mm D

THREAD B

5 @



Extension Rod (Male/Male) - C51 (2”) bit thread

TOP PERFORMANCE - RODS

C51

2” thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
[mm] [ft - in] [mm] [A] [B] [mm] [kg]
Extension M/M Rod C51 - round 52 - C51
TH Rod M/M C51 52R 3660 3660 12’ RND52 C51 C51 21,5 06A-07-2536 49,8 25
TH Rod M/M C51 52R 4265 4265 14 RND52 C51 Cb51 21,5 06A-07-2909 58,1 20
TH Rod M/M C51 52R 6095 6095 20 RND52 C51 C51 21,5 06A-07-3246 83,5 15
1 > a
A
%"1. * i
1
F THREAD A THREAD B
Robit
oDl 7T
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RG60 nbit"“ CONSISTENT HIGH QUALITY

2 V3" thread

fe

RG60 (2 ") - threads

Order code Diameter Body Gauge Buttons Flushing Product number Weight Pcs/box
[mm] [in] 3 [No.] [mm] [No.] [mm] [No.] [No.] [Hemispherical] [Semi-Ballistic] [ka] %
TH RBIT 60RG102FFR 102 4’ 35" 6 x 13 9 x 13 4 - 01-460-102-2204  01-460-102-2205* 7,6 1
TH RBIT 60RG102DC HD 102 47 35¢ 5 x 14 8 x 14 5 - 2000408* 2000409 7,0 1
TH RBIT 60RG102DCR HD 102 4’ 35° 5 x 14 8 x 14 5 - 2000110 2000111 7,5 1
TH RBIT 60RG115FF 15 4% 35° 7 x 14 9 x 14 4 - 01-460-115-2564* 01-460-115-3397 8,5 1
TH RBIT 60RG115FFR 15 4% 35° 7 x 14 9 x 14 4 - 01-460-115-2566  01-460-115-3398* 9,5 1
TH RBIT 60RG115FFRHD 115 4% 358 6 x 14 9 x 16 4 - 01-460-115-5606* 01-460-115-5607 9,5 1
2 x 12
TH RBIT 60RG115DCR 15 4% 35" 4 x 14 8 x 14 5 - 2000432* 2000433 9,5 1
TH RBIT 60RG127FF 127 5 35: 8 x 14 9 x 14 4 - 01-460-127-2568  01-460-127-3035 8,8 1
TH RBIT 60RG127FFR 127 5” 35° 8 x 14 9 x 14 4 - 01-460-127-2570  01-460-127-3037 11,0 1
TH RBIT 60RG127DCRHD 127 5" 35¢ 2 x 14 10 x 16 6 - 2000709* 2000710 11,0 1
TH RBIT 60RG140FF HD 140 5% 35° 10 x 14 12 x 16 4 - 2001550* 2001551 12,2 1
3 x 14
TH RBIT 60RG140DCR HD 140 57%" 5 16 10 x 16 6 - 2000536 2000537 14,7 1
X

*Best seller

60RG102FFR
60RG115FFR
B60RG115FFR HD

60RG102DC HD

60RG102DCR HD
60RG115DCR

60RG115FF
60RG115FF HD

B60RG127FF
60RG140FF HD

60RG127FFR

60RG127DCR HD

60RG140DCR HD



TOP PERFORMANCE - RODS RG60

2 V3" thread

Extension Rod (Male/Female) - RG60 (2 '5”) bit thread

Order code Length Diameter Thread Flushing Product number Weight Pcs/box
L D F Yy’ 4 ”
[mm] [ft-in] [mm] [A] [B] [mm] [kg]

Extension M/F Rod RG60 - round 60 - RG60 (for bits from 96 mm)

TH Rod M/F RG60 60R 3660 3660 12’ RND60 RG60 RG60 22,5 06B-07-3358 74,1 12
TH Rod M/F RG60 60R 4265 4265 14’ RND60 RG60 RG60 22,5 06B-07-0502 85,7 12
TH Rod M/F RG60 60R 6095 6095 20’ RND60 RG60 RG60 22,5 06B-07-3359 120,5 10

r

THREAD B

F THREAD A 85,0 mm D

Robit »

Surface
Drilling



C38, C45 & CS51 GUIDETUBES - CONSISTENT HIGH QUALITY

1%, 1 %", 2” thread

C38, C45 & C51 (12", 1 %", 2”) . threads

Order code Length Diameter Thread Flushing Product number Weight Pcs/box E
L D F /////”’/"’
; H THREAD B
[mm] [ft - in] [mm] [A] [B] [mm] [kg]
TH Guide Tube M/F C38 56T 3660 3660 12’ 56 C38 C38 14,5 3000116 45,2 24
TH Guide Tube M/F C45 65T 3660 3660 12’ 65 C45 C45 18 3000118 62,8 24
TH Guide Tube M/F C51 76T 3660 3660 12’ 76 C51 C51 22 3000120 78,7 18

THREAD A

Robit



NOTES

Robit

13



